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Pozn.:
-minimálna plocha otvoru pre prívod vzduchu pre kompresor je 0,25 m²
-veľkosť otvoru pre odfuk chladiaceho vzduchu kompresora je 130x650 mm, v prípade
napojenia VZT potrubia sa následne odporúča zväčšiť prierez potrubia na min. 250x650 mm
-v prípade použitia ventilátora na nútené vetranie je min. objemový prietok ventilátora 3100 m³/h pri 100 Pa
-okolo kompresora a sušiča je potrebné zachovať dostatok miesta pre servis a správne chladenie zariadení
-odfuk dusíkového generátora je potrebné vyviezť do vonkajšieho priestoru

Obvodový tvar a nekótované rozmery sú dané súborom dxf.
- zvary vybrusit do roviny
- obrysove hrany odihlit

1. kompresor
-hydr. hadica 1", 1500mm, priame koncovky, vnút. závit
-hydr. spojka 5/4" M - 1" M + gumokov 5/4"
-hydr. spojka 3/4" M - 1" M + gumokov 3/4"
2.
-hydr. hadica 1", 1500mm, priame koncovky, vnút. závit
-hydr. spojka 3/4" M - 1" M + gumokov 3/4"
-hydr. spojka 5/4" M - 1" M + gumokov 5/4"
3.
-hydr. hadica 5/4", 1700mm, priame koncovky, vnút. závit
-hydr. spojka 5/4" M - 5/4" M - 2ks
- gumokov 5/4" M - 2ks
4.
-hydr. hadica 5/4", 1700mm, priame koncovky, vnút. závit
-hydr. spojka 5/4" M -5/4" M + gumokov 5/4"
-hydr. spojka 1" M - 5/4" M + gumokov 1"
5.
-PA hadica Ø15/12,5mm , min. 3m
6.
-PA hadica Ø15/12,5mm , min. 1m
7.
-PA hadica Ø22/18mm , min. 1200mm
8.
-vysokotlaká hadica PN200bar 3000mm - 1ks
-1. priama koncovka 1/4" NPT - vonkajší závit
-2. priama koncovka prevlečná matica W21,8x1/14"

-na napojenie drainov použiť transparentnú PA hadicu Ø12/10mm, min. 1m (pre 3 fazove susice a cyclon. filtre)
-na napojenie drainov použiť transparentnú PA hadicu Ø6/4mm, min. 1m (pre 1 fazove susice a cyclon. filtre)

-pre napojenie vzorky pribaliť PA hadicu Ø4/2mm, min. 5m
-pre napojenie V8 (purge) pribaliť PA hadicu Ø12/10mm, min. 5m

-k plniacej rampe pribaliť vysokotlaké hadice min. PN200bar 800mm - 6ks
-1. priama koncovka prevlečná matica W21,8x1/14"
-2. oblúk 90° , koncovka CGA540

-na napojenie vzorky pribaliť PA hadicu Ø4/2mm, min. 5m
-na napojenie drainov pribaliť transparentú hadicu Ø12/10mm, min. 5m

Pozn.:
-na prepojenie kompresora s dryerom použiť hydr. hadicu 3/4", 650mm, priame koncovky, vnút. závit
-hydr. spojka 3/4" - 1ks
-hydr. spojka 1/2"+3/4" - 1ks

-na napojenie HP kompresorov použiť PA hadicu Ø22mm, použiť zosilňovacie puzdrá, min 3000mm
-na napojenie drainov použiť transparentnú PA hadicu Ø12/10mm, min. 1m (pre 3 fazove susice a cyclon. filtre)
-na napojenie drainov použiť transparentnú PA hadicu Ø8/6mm, min. 1m (pre filtre)
-na napojenie drainov použiť transparentnú PA hadicu Ø6/4mm, min. 1m (pre 1 fazove susice a cyclon. filtre)

-na napojenie V8 (purge) pribalit PA hadicu Ø12/10mm, min. 5m
-na napojenie vzorky použiť PA hadicu Ø4/2mm, min. 5m
-na napojenie ventilov V7, V8, V9 pribalit 3x PA hadicu Ø6/4mm (resp. Ø4/2mm), min. 5m
-na napojenie proporcionalneho ventilu pribalit PA hadicu Ø6/4mm (resp. Ø4/2mm), min. 5m

-k položke 8 objednať a pribaliť aj protikus - spojovacia zásuvka 63A-5-400V,SEZ ISGN 6353

-k rampe pribaliť vysokotlaké hadice 800mm, 1. koncovka priama W21,8x1/14", 2. koncovka koleno 90° G3/4" DIN477 No.9 - 8ks
-k rámom na fľaše pribaliť aj poistné retiazky

-po odskusani hydrospojky zakryt plastovymi krytkami

na pripojenie purity control pribaliť PA hadicu Ø12/10mm,
min. 5 m

-ventily treba vicistit, odmastit a pripravit pre pouzitie v kyslikovom prostredi

- zvary vybrusit do roviny
- vsetky hrany odihlit

tesnenie z oboch
stran restriktora

po otestovani umiestnit restriktor
medzi ventil a priamy konektor (vsuvku)

tesnenie z oboch
stran restriktora

- pred zabalenim zazatkovat vsetky vstupy a vystupy.

Plocha pre povrchovu upravu m2.

Zvary ak nie su definovane:
- vsetky rohove spoje zvarit a2
- ostatne zvary su ||, pripadne 2Y

info
dryer 3/8" drain
hadicka Ø6mm

Poz. : -demontovat plavakovy drain z S - filtra,
tento plavakovy drain instalovat do D - filtra

Poz. : -demontovat plavakovy drain z S - filtra, instalovat vsuvku a gul. ventil.
- plavakovy drain (S-filtra) instalovat do D - filtra.

Poz. :
- do 30L plastoveho suda pribalit Zeolit (UOP, kostrolit) / CMS (gen. 50-65 - >10kg)
- do 30L plastoveho suda pribalit Zeolit (UOP, kostrolit) / CMS (gen. 80-150 - >15kg)

- generator namontovat so starym typom silencera
- po zabehu - niekolko hodin, vymenit stary typ silencera
za novy typ

Component
Marks description size / dimension

C COMPRESSOR
Co outlet G 1"
Cd drain outlet hose
Cs servis area
D DRYER
Di inlet
Do outlet
Dd drain outlet
AF AIR FILTRATION 045
AFi inlet 1"
AFo outlet 1"
AF1 1 micron 045

AF0.0
1

0.01micron 045

AFd drain hose D 10mm
CT CARBON TOWER CT4
CTi inlet 1"
CTo outlet 1"
OI Oil indicatror
A AIR TANK 725 L
Ai inlet 1"
Ao outlet 1"
G GENERATOR Oxygen O27
Gi inlet G 1"
Go outlet hose D15mm
Ge exhaust D 100mm
Gp purge D 12mm
DP DEW POINT
B BUFFER 500 L
Bi inlet hose D 15mm
Bo outlet hose D 12mm
PU PURITY
PUi inlet hose D 12mm
PUo outlet 1/2"
PUp purity purge hose D 12mm
PUv purity V7, V8, V9 valves
DF DUST FILTER
MS MS FILTER
SP sample hose D 4mm
PR pressure regulator
CAi cooling air inlet
CAo cooling air outlet
PA Pilot air hose D 6mm
FM FLOW METER

MFCV MANUAL FLOW CONTROL
OW OIL WATER SEPARATOR
OWi inlet
OWo outlet
HP HP - compressor
HPi inlet
HPo outlet
FR FILLING RAMP
FRi inlet
FRo outlet
UPS UPS -Uninterrupted power supply

Component
Marks description size / dimension

CN Container 20ft Hc
C COMPRESSOR GA 30

Co outlet
G 1" , hose G 

5/4"
Cd drain outlet hose D6
D DRYER SPE 100
Di inlet G 5/4"
Do outlet G 6/4"
Dd drain outlet hose D6
AF AIR FILTRATION 062
AFi inlet 5/4"
AFo outlet 5/4"
AF1 1 micron

AF0.0
1

0.01micron

AFd drain hose D8mm
Acyc cyclone filter STH009
ED eco drain
CT CARBON TOWER CT9
CTi inlet 6/4"
CTo outlet 5/4"
OI Oil indicatror
A AIR TANK 900L
Ai inlet 5/4"
Ao outlet 5/4"
G GENERATOR Oxygen O50
Gi inlet G 5/4"
Go outlet G 3/4"
Ge exhaust D 160mm
DP DEW POINT S217
B BUFFER 1000 L
Bi inlet G 3/4"
Bo outlet G 3/4"
PU PURITY
PUp purity purge hose D 12mm

PUv purity V7, V8, V9 valves G 3/8", G1/2",
G1/2"

DF DUST FILTER O20025 RX1
MS MS FILTER O20025 MS
SP sample hose D4mm
PR pressure regulator
Ps pressure sensor

CAi cooling air inlet
CAo cooling air outlet
FM FLOW METER DN 15

MFCV
MANUAL FLOW 
CONTROL

OW OIL WATER SEPARATOR 360
OWi inlet
OWo outlet
HP HP - compressor
HPi inlet hose D22
HPo outlet M16x1.5
FR FILLING RAMP 10 cylinders
HPp high pressure pipe

HPh high pressure hose
2x DIN 477/6
W21,8 - 1/14

(nut)

UPS
UPS -Uninterrupted
power supply

ES electric supply
Ec electric cabinet
ec electric cable
Ls light switch
Ht heater
Vt ventilation fan
Ts temperature sensor
AV audio visual alarm

Component
Marks description size / dimension

SK Skid foundation 2200x200
C COMPRESSOR GA 7
Co outlet hose D15mm
Cd drain outlet hose D6
D DRYER SPS 26
Di inlet hose D15mm
Do outlet G 1/2", pipe D15

Dd drain outlet hose D6
AF AIR FILTRATION 018
AFi inlet G 1/2", pipe D15
AFo outlet G 1/2"
AF1 1 micron

AF0.01 0.01micron
AFd drain hose D6mm
Acyc cyclone filter STH002
ED eco drain
CT CARBON TOWER CT2
CTi inlet G 1/2", pipe D15mm
CTo outlet G 1/2", pipe D15mm
OI Oil indicatror
A AIR TANK 200L
Ai inlet G 1/2"
Ao outlet G 1/2", pipe D22mm
G GENERATOR Oxygen O9
Gi inlet G 3/4", pipe D22mm
Go outlet G 1/2", pipe D15mm
Ge exhaust D 100mm
Gp purge G 1/2", pipe D15mm

Gpr
pressure regulator -
generator

CC Control cabinet
VB valve block

VBpr
Valv. block press.
regul.

DP DEW POINT S217
B BUFFER 150 L
Bi inlet G 1/2", pipe D15mm
Bo outlet G 1/2", pipe D15mm
PU PURITY
PUi inlet G 1/2", pipe D15mm
PUo outlet hose D12mm
PUp purity purge hose D 12mm

PUv
purity V7, V8, V9
valves

G 3/8", G1/2",
G1/2"

DF DUST FILTER A3022 RX1
MS MS FILTER A3022 MS
SP sample hose D4mm
PR pressure regulator
Ps pressure sensor

CAi cooling air inlet
CAo cooling air outlet
PA Pilot air hose D 4mm

OW
OIL WATER
SEPARATOR

60

OWi inlet hose D6mm
OWo outlet hose D10mm
HP HP - compressor RIX - 2PS
HPi inlet hose D12mm

HPo outlet
1/4 NPT, pipe

D12x2mm
FR FILLING RAMP 4 cylinders

HPp high pressure pipe

HPh high pressure hose

filling ramp : DIN
477/6 W21,8 - 1/14

(nut)
cylinder: B.S. 341

con.3 G 5/8" (male)

UPS
UPS -Uninterrupted
power supply

ES electric supply
Ec electric cabinet
ec electric cable
AV audio visual alarm medical
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250 exhaust shall be

ducted outside of room
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air inlet
G 2" 

(female)

Nitrogen outlet
G 1" or G 5/4"
accor. outlet flow

dew point

Germany


